
1

Vol.:(0123456789)

Scientific RepoRtS |        (2020) 10:13650  | https://doi.org/10.1038/s41598-020-69882-3

www.nature.com/scientificreports

Author correction: High‑Gain 
Metasurface in polyimide on‑chip 
Antenna Based on cRLH‑tL 
for Sub‑terahertz integrated 
circuits
Mohammad Alibakhshikenari, Bal S. Virdee, chan H. See, Raed A. Abd‑Alhameed, 
francisco falcone & ernesto Limiti

Correction to: Scientific Reports https ://doi.org/10.1038/s4159 8-020-61099 -8, published online 09 March 2020

The Article contains an error in Table 1 where the Thickness of the polyimide layers (e & f) is incorrectly quoted.

The correct value should read 0.5 mm.

Open Access  This article is licensed under a Creative Commons Attribution 4.0 International 
License, which permits use, sharing, adaptation, distribution and reproduction in any medium or 

format, as long as you give appropriate credit to the original author(s) and the source, provide a link to the 
Creative Commons license, and indicate if changes were made. The images or other third party material in this 
article are included in the article’s Creative Commons license, unless indicated otherwise in a credit line to the 
material. If material is not included in the article’s Creative Commons license and your intended use is not 
permitted by statutory regulation or exceeds the permitted use, you will need to obtain permission directly from 
the copyright holder. To view a copy of this license, visit http://creat iveco mmons .org/licen ses/by/4.0/.

© The Author(s) 2020

open

https://doi.org/10.1038/s41598-020-61099-8
http://creativecommons.org/licenses/by/4.0/
http://crossmark.crossref.org/dialog/?doi=10.1038/s41598-020-69882-3&domain=pdf

	Author Correction: High-Gain Metasurface in Polyimide On-Chip Antenna Based on CRLH-TL for Sub-Terahertz Integrated Circuits

